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1. What is indicated to a QoS AP when a QoS STA sets U-APSD Flag bits to 1 in Association and Reassociation
frames?

A. Which access categories are both trigger- and delivery-enabled.

B. The maximum number of data frames that should be queued by the QoS AP for that QoS STA.

C. The number of TXOPs that are requested by this QoS STA.

D. Which user priorities are mapped to access categories.

E. Which access categories are scheduled.

Answer: A

2. What does a TXOP Limit value of 0 in the EDCA Parameter Set included in a QoS AP's Beacons or Probe
Response frames indicate?

A. It indicates that one or more MSDUs or MMPDUs must be transmitted at the lowest basic rate during each TXOP.
B. It indicates that QoS STAs must wait for the HC to transmit a Polled TXOP before they can transmit MSDUs or
MMPDUs.

C. It indicates that no MSDUs or MMPDUs may be transmitted by a non-pollable QoS STA.

D. It indicates that a single MSDU or MMPDU may be transmitted at any rate for each TXOP.

E. It indicates that QoS STAs may transmit voice MPDUs (Access Category 7, 8) during TXOPs.

Answer: D

3. Given the IEEE 802.11 Beacon frame decode shown, determine which statement is true.
A. The access point is operating on channel 3.

B. The access point has both 1 Mbps and 2 Mbps configured as basic rates.

C. This Beacon frame came from an ERP access point.

D. The duration value of 0 ec means that this access point is operating in HEMM mode.

E. ERP mobile stations must use the RTS/CTS protocol before Data transmissions.
Answer: C

4. A QoS STA obtains a TXOP for an access category (AC) after what two parameters are met?
A. After a scheduled senice period ends

B. The medium is idle at the AIFS[AC] slot boundary

C. The backoff time for that AC has expired

D. After a Block ACK Response

E. After a Target Beacon Transmission Time (TBTT)

Answer: BC

5. In an ERP QoS BSS using APSD, when is the Power Management subfield of the Frame Control field set to a
value of 1?

A. Only in management frames sent by a non-AP QoS STA immediately prior to entering a low power state (dozing).
B. On any QoS Data frame sent by the QoS AP subsequent to a PS-Poll frame.

C. On any frame transmitted by a non-AP QoS STA using APSD.

D. Only in the PS-Poll frame sent from a STA operating in PS mode.

Answer: C






